
AGXCTF-81012 AGXCTF-81013 AGXCTF-81002 AGXCTF-81003

AGXCTF-81012* AGXCTF-81013* AGXCTF-81002 AGXCTF-81003

UCODE G2XL UCODE G2XM UCODE G2XL UCODE G2XM

240-bit EPC; 240-bit EPC; 240-bit EPC; 240-bit EPC;

64-bit TID; 64-bit TID; 64-bit TID 64-bit TID;

32-bit access password, 512-bit programmable user 512-bit programmable user

32-bit kill password 32-bit access password,

32-bit kill password

AGXCTF-81012 AGXCTF-81013 AGXCTF-81002 AGXCTF-81003

Typical Applications:
Warehouse Maintenance & Service Food

Logistics Healthcar POS

Transport & Delivery Pharma

Rental Automotive

Smart Label Type

Supported standard

860 - 960MHz

EPCglobal Class 1 Gen 2; ISO 18000-6C

101.6 × 50.8mm

Chip type

Memory

Functionality

102 × 152mm

PET; aluminum

.-20℃ to +75℃(-4℉ to +167℉)

.-20℃ to +80℃(-4℉ to +176℉)

Up to 7m / 23ft (Reader dependent)

Read / Write

Article No:

Read distance

Performance Specifications

Operating frequency

Data retention

AGXCTF-810XX

Smart Label

UHF Tags

Base material

Storage temperature

Dimensions

User Environment

Operating temperature

＞10 years N/A

Product name

Features at a glance

Technical data

AGILLOX GmbH
Hopfensiegelweg 8

D-84072 Au i. d. HALLERTAU

Tel: +49 8752 869911

Fax: +49 8752 8657931

Contact:

sales@agillox.com

www.agillox.com
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- Compliant to EPCglobal C1 Gen 2 & ISO18000-6C

- Operating frequency 860- 960MHz (ISM, world-wide license free available*)

- Optimized for "Slap and Ship”

- Passive operation (no battery is required)

- 32-bit access password; 32-bit kill password*

- Superior read range

- Multi tag operation

- Read / Write

AGXCTF-8101 & AGXCTF-8101A AGXCTF-81002 & AGXCTF-81003


